
CAPACITY (U.S. GALLONS PER MINUTE)

CAPACITY (CUBIC METERS PER HOUR)

T
O

T
A

L 
D

Y
N

A
M

IC
 H

E
A

D
 (

F
E

E
T

)

T
O

T
A

L 
D

Y
N

A
M

IC
 H

E
A

D
 (

M
E

T
E

R
S

)

0 500 1000 1500 2000 2500 3000 3500 4000 4500

0 150 300 450 600 750 900

0

10

20

30

40

50

60

70

80

90

100

110

120

130

140

150

160

0

3

6

9

12

15

18

21

24

27

30

33

36

39

42

45

48

0 150 300 450 600 750 900

45%
50%

55%

60%

65%

70%

75%

75%

77%

77%

70%

65%

60%

55%

A

B

C

D

E

F

G

H

  Vaughan E Series 
 Chopper Pump 

PERFORMANCE CURVE 
 

Models: 
HE8K10 
PE8K10 
S8K 
V8K 

 

Back-Pull-Out Casing 
3-Blade Impeller 
8” Discharge 

10” Suction 

CURVE  POWER  SPEED IMPELLER 
  (HP/KW)   (RPM) DIAMETER 

A         100 / 75   1785 12.00” (305 mm) 
B          75 / 55   1615 12.00” (305 mm) 
C          60 / 45   1460 12.00” (305 mm) 
D          40 / 30   1300 12.00” (305 mm) 
E 30 / 22 1180 12.00” (305 mm) 
F 25 / 19 1100 12.00” (305 mm) 
G          20 / 15    970 12.00” (305 mm) 
H          15 / 11    870 12.00” (305 mm) 

 

DO NOT OPERATE PUMP IN DOTTED PORTION OF CURVES.  CURVES ARE 
SUBJECT TO CHANGE WITHOUT NOTICE. CURVES ARE BASED ON PREM. 
EFF. TEFC MOTOR SPEEDS. EFFICIENCIES SHOWN ARE NOMINAL BOWL.  
GUARANTEED MINIMUM EFFICIENCIES PER H.I. LEVEL B. 
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